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2KW LED RGB DECK / PLINTH LIGHT

Mains voltage LED compact recessed fixture equally 
useful for exterior use such as deck lighting, or for 
interior use recessed into plinths 
  
•  Crisp white light or various colour effects using the 

included blue, red and green filters
• Hole cut out 40mm (if fitted without sleeve)
• Pre-wired with 1m rubber cable
•  Complete with mounting sleeve for use in solid surfaces
• Anodized aluminium finish
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Code Colour Wattage Colour 
Temp. Lumens Avg. Rated 

Life (Hrs)
IP
Rating

Hole Cut 
Out Size

MOM / 
OPQ

DECKLED Matt Silver 2W 4000K 205 lm 30,000 hrs IP65 40mm 1 / 50

CATALOGUE RANGE: n Garden Lighting 4 Lighting design service available

Actual Size 55mmØ

No Filter

LED LAMP SPECIFICATIONS:
Luminaire lumens (with 
diffuser) 205 lm
Lumens from chip (no diffuser) 275 lm
Useful lumens 160 lm
Rated Wattage 2W

Rated luminous flux 160 lm

Nominal life time of the lamp 30,000 hrs

Colour temperature 4000K

Number of switching cycles 
before premature lamp failure ≥15,000

Warm-up time up to 60% of 
the full light output <2s

Dimmable No

Nominal beam angle 120°

Rated power 2W

Rated lamp lifetime 30,000 hrs

Displacement factor ≥0.9

Lumen maintenance factor at 
end of nominal life ≥0.7

Starting time Instant full light

Colour rendering ≥80

Colour consistency Within a six step 
Macadam ellipse

Rated peak intensity 91cd

Rated beam angle 120°

Voltage / Frequency 240V~50Hz

Lumen efficacy: 102 lm / W
This product contains a Light Source of Energy 

Efficiency Class E

Class 2 double insulated

Not suitable for accent lighting

Year Warranty
5

IP65

Double
Insulated


