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Durable and attractive oval waterproof bulkhead with selectable CCT and PIR, 
perfect for exteriors and high-traffic circulation areas

• �Compact and simple IP65 waterproof bulkhead perfect for exteriors and entryways
• �Integral PIR sensor with 120° detection range for useful light when it is needed most
• �Adjustable lux level and time adjustment from 10 seconds to 5 minutes to optimise 

security and efficiency

Durable and attractive oval waterproof bulkhead with selectable CCT and PIR, 
perfect for exteriors and high-traffic circulation areas

• �Compact and simple IP65 waterproof bulkhead perfect for exteriors and entryways
• �Integral PIR sensor with 120° detection range for useful light when it is needed most
• �Adjustable lux level and time adjustment from 10 seconds to 5 minutes to optimise 

security and efficiency

Code Wattage Colour 
Temp.

Luminaire 
Lumens

Avg. Rated 
Life (Hrs)

IP / IK
Rating

MOM / 
OPQ

BHPIRCS 10W
3000K
4000K
6000K

1166 lm
1252 lm
1232 lm

50,000 hrs IP65
IK05 1 / 10
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Year Warranty
5

IP65

4 IES Files

Colour Temp.
Selectable

Double
Insulated

120° PIR

IK05

Year Warranty
5

IP65

4 IES Files

Colour Temp.
Selectable

Double
Insulated

120° PIR

IK05

LED COLOUR TEMPERATURE SELECTABLE
BULKHEAD WITH 120° PIR

LED COLOUR TEMPERATURE SELECTABLE
BULKHEAD WITH 120° PIR

PERFECT
FOR PORCHES

SHEDS &
OUTHOUSES

ALLEYWAYS,
CARPARKS
& DRIVEWAYS

PERFECT
FOR PORCHES

SHEDS &
OUTHOUSES

ALLEYWAYS,
CARPARKS
& DRIVEWAYS


