
T5 FLUORESCENT LAMPS 
  
• Glass construction
• Non dimmable

• M.O.M: 1 / O.P.Q: 25
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A++
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A
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Code Version Wattage Cap 
Type

Colour 
Temp. Lumens Avg. Rated 

Life (Hrs)
Energy 
Rating

T5835H Halophosphate 8W

G5 3500K

380 lm 5,000 hrs A

T52135T
Triphosphor

21W 1865 lm
20,000 hrs A+

T52835T 28W 2585 lm

LAMP SPECIFICATIONS: T5835H T52135T T52835T

Nominal Wattage 8W 21W 28W

Rated Wattage 7.1W 20.7W 27.8W

Nominal lifetime hours (average 
rated hours) 5,000 hrs 20,000 hrs 20,000 hrs

Nominal useful luminous flux 380 lm 1865 lm 2585 lm
Rated luminous flux 355 lm 1863 lm 2585 lm

Luminous efficacy (Lm/W) in 
50Hz operation 50 90 93

Rated lamp Lumen  
maintenance 2000hrs: 76%

2000hrs: 95%
4000 hrs: 92%
6000 hrs: 91%
8000 hrs: 91%

12000 hrs: 91%
16000 hrs: 90%

2000hrs: 95%
4000 hrs: 92%
6000 hrs: 91%
8000 hrs: 91%

12000 hrs: 91%
16000 hrs: 90%

Rated survival factors 2000hrs: 85%

2000hrs: 99%
4000 hrs: 98%
6000 hrs: 97%
8000 hrs: 95%

12000 hrs: 93%
16000 hrs: 90%

2000hrs: 99%
4000 hrs: 98%
6000 hrs: 97%
8000 hrs: 95%

12000 hrs: 93%
16000 hrs: 90%

Lamp dimensions incl. pins (L/Ø) 300mm x 16mm 860mm x 16mm 1170mm x 16mm

Cap type G5 G5 G5

Lamp Mercury content to an 
accuracy of 0.1mg - ≤3mg ≤3mg

Colour rendering index Ra 55 ≥80 ≥80

Colour temperature 3500K 3500K 3500K

Ambient temperature required to 
achieve maximum luminous flux 35°C 35°C 35°C

Dimmable No No No

Ideal 
Replacement 

Lamp  
For Many Eterna 

Products

Compatible With Eterna Fluorescent Range:
LFT58WH | LFT521WH | LFT528WH

8W Compatible With Eterna Emergency Ranges:
YD630M  | YD630NM | T5EM3M | EXITBOXM1L

EXITBOXM1L

YD630M/NM T5EM3M

(excluding pins)
8W: 288mm

21W: 849mm
28W: 1149mm
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(including pins)
8W: 300mm

21W: 860mm
28W: 1170mm
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m
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CATALOGUE RANGE: n LAMPS


